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TRENCH AND BEDDING NOTES

N

AND 0.D. PLUS 30" FOR PIPE SIZES LARGER THAN 24" |.D.

2.PIPE BACKFILL UNDER PAVEMENT AND STRUCTURES SHALL BE 0.D.0.T. 304 LIMESTONE COMPACTED
TO TOP OF TRENCH. THE BACKFILL MATERIAL SHALL EXTEND A MINIMUM OF 3 FEET BEYOND EACH EDGE
OF PAVEMENT OR STRUCTURE. IN AREAS OUTSIDE OF PAVEMENT, SELECT ON-SITE GRANULAR MATERIAL APPROVED BY
THE CITY ENGINEER MAY BE USED IN LIFTS NOT TO EXCEED 6" FOR PIPE BACKFILL ABOVE BEDDING.

SLAG BEDDING SHALL NOT BE USED.
WATERLINE BEDDING SHALL BE CLASS "C”.
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TRENCH &

BEDDING DETAILS

City Of Eastlake

Standard Construction Details

NO SCALE

.MAXIMUM TRENCH WIDTH AT TOP OF PIPE SHALL BE O.D. PLUS 24" FOR ALL PIPE SIZES UP TO AND INCLUDING 24" I.D.

ALL BEDDING SHALL BE CLASS "B” UNLESS OTHERWISE NOTED ON THE PLANS OR AUTHORIZED BY THE ENGINEER.

CLAY DAMS SHALL BE REQUIRED WHEN AND WHERE NECESSARY PER THE SOLE DISCRETION OF THE CITY ENIGNEER.
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